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EFA 16 - Features at a glance

•	 Recording of travel data in railway vehicles

•	 Data gateway for flexible connection of most various data 

	 busses (project-specific)

•	 Storage of shortcut data to protected PMS 21 memory module 

	 (accident memory)

•	 Storage of long-term travel data to Compact Flash card

•	 Short-distance memory, operating data memory and 

	 maintenance data memory as ring memory

•	 Evaluation of travel data using ADS 3 evaluation software

•	 Evaluation of ETCS data using ETCSView software

•	 Recorder diagnosis and configuration with service software

•	 Installed in a compact 19” sub-rack 

System
EFA 16

EFA 16

Power supply 24 to 110V DC +30/-40%

Power consumption typical 20 – 25 W 
(configuration-dependent)

Temperature range -25°C to +70°C (operation)
-35°C to +85°C (storage)

Digital inputs 12

Transistor outputs upon request

Relay output 1 alarm relay

Digital outputs upon request

Frequency inputs upon request

Frequency outputs upon request

Analogue inputs upon request

Analogue output upon request

Memory 1 x Compact Flash min. 128 MB

Memory organisation Short-time memory, operating data 
and maintenance memory

Max. resolution 1 m or 1 km/h

Accident memory PMS 21

Service interface RS 232 via mini DIN 8 plugs

Data bus MVB or profibus (more upon request)

CAN upon request

IBIS upon request

RS 485 upon request

Width, height, depth 251.6 mm (42 TE), 265.9 (6 HE), 231 mm

Weight 6.6 kg

Protection category IP 20


